
 

 

 

 

 

 

 

 

 

 

 

 

Kit Assembly  
Thinking about building your 

own kit shed or Carport?  



 

3 separate and distinct 
styles for our customers to 

choose from:  
 

  1. Portal Frame 

 2. Panel Frame  (Flat ceiling truss) 

  3. Panel Frame  (Cathedral truss) 
 

The following booklet is designed for you to make a decision on what 

type of frame would best suit your needs. Mecano recommend design 

number 3 (panel frames with cathedral trusses). The choice of any of the 

following is entirely dependant on each individual’s need. All prices are 

the same regardless of your choice.  



1. The Portal Frame design. 
The most common type seen in the market place. In fact, Mecano were the 

first to introduce the “Bolt-up” system into the commercial market place back 

in 1987 specifically for the larger Industrial Sheds. When seen on display, this 

design is not as easy as it looks to piece together and can be difficult to set 

out.  The portals have to be carefully aligned with each frame height and 

width being set out exact. Separate wall and roof battens are attached once the 

main portals are braced. The other time-consuming problem is the doorways 

and window openings. They can be tricky, needing extra skill and patience. 

Portal frame sheds are best suited for the larger spans. The only advantage for 

its domestic use is if the shed will be used where hosing and cleaning occurs 

regularly and may cause rust where the frame contacts the slab. In an 

Industrial or Commercial application, the waste can escape though the ridges 

on the wall cladding where provision is made for waste, but in most domestic 

cases this may potentially be an environmental hazard. 
 

 

             

 

Note: The Bolt-up type uses Knee and 

Ridge plates to make the portal.  The 

base plate is also fully bolted to the 

column. The entire frame is bolted 

together on site. Roller door mullions, 

end wall mullions, wall and roof 

bracing are installed once the frame is 

constructed.  



2. Panel Frame design  
 (standard flat roof trusses) 

  
Flat ceiling trusses are ideal in domestic situations where Hobby rooms, Games rooms, 

Studios, Guest rooms, etc, are required. This particular type of shed may be easily adapted so 

that it can be insulated and lined. (If you require the shed to be lined, speak to the 

salesperson about spacing the studs at 600 centres rather than the standard spacings).       

The Stud Frame System may be ordered from the factory as a “Flat Pack” or as “Assembled 

Walls”. The benefit of the “Flat Pack” is the ease of transport. The “Flat Pack” is made up of 

individual pre-punched and pre-cut studs, plate and noggin.  Each wall is numbered and 

individually packaged with an easy to read assembly Manual.  Each frame is Tek-screwed 

into pre-punched dimples so as the location of studs and plates are pre-set.  This enables you 

to assemble walls on site without the aid of a jig. Because of the precise  measurements 

calculated by the Roll-former’s computer database, and specially designed Engineered 

Software, there is no error to cause delays in assembly.   

 

Easy to follow construction manual 

Unlike the Portal Frame, the panel type shed has separate wall panels with doorways and 

openings pre-cut and punched to your requirements.  

 

The Benefits of the Stud Frame System    

Ready to be lined internally (Optional). For 

example: Standard vertical trim-deck cladding 

may be replaced with horizontal custom orb 

cladding, Hardi-Plank, or other external 

claddings. (Habitable  dwellings must meet with 

additional local council requirements). Please refer 

to salesperson if 600 stud spacings are required for 

lining. Standard stud spacings are 1000mm for 

W41 Sheds and 750mm stud spacings for W50.  

Please note: The shed, regardless of stud spacings, 

cannot be classed as a class 1 dwelling.  



3.  Panel Frame with Cathedral type 

ceiling 
 

The shed shown here is the simplest and easiest 

to construct. The design is similar to the 

previous illustration except the trusses are C 

section rafters that simply sit on top of the wall 

frame. Once the wall panels are in place, the 

rafters are simply lowered onto the top of the 

wall panels.  It’s that simple! In fact, Mecano 

have named it the Too Ezi ®  system.  

You not only have the option to line the shed, 

but you have the extra head height to give your 

shed that roomier look.  If you want to line it at a 

later date, simply use 64mm top span at 450mm centres fixed to the under side of the rafters.  

 

Note: Refer to salesperson if 600 stud spacings are required for lining. Standard stud spacings 

are 1000mm for W41 Sheds and 750mm stud spacings for W50. Please note that the shed regardless of 

stud spacings cannot be classed as a class 1 dwelling.            

 

The Kit Consists of: 

• Wall and Roof Sheeting 

• Barge/Gutter/Ridge Cap/Down pipe  

• Flashings for all  openings/ Roller Doors/Corners/Widows etc 

• Roller Door(s) 

• Flat Pack Frames with Assembly details (assembled walls are optional) 

• Bundle of Top Span Roof Purlins and Wall Girts 

• Door Assembly pack  

• O ptional window 

• Components for fixing Frame/Cladding/Tie  downs 

• Assembly Manual  

• Engineering drawings showing your elevations and openings 



The Procedure 

1. Once you have decided the type of kit shed you require, the salesperson will  draw up a 

standard delivery schedule  order. 

2. You will  then be issued with a set of council plans showing the elevations with 

accessories such as Roller doors/Personal door/Windows/etc. The order is then 

processed and delivery will  be scheduled within 7 working days. You will receive the 

instruction manual and quantity check list so that goods may be checked on delivery. 

Note:  In some cases, there may be a delay if a non-standard shed is required. 

3. You can either submit your plans directly through your local council, or you may 

engage a private  certifier. The salesperson should have all  the relevant information. 

4. Standard kit delivery schedules should be finalized within 3 weeks. If you have 

purchased a “sale  item” the kit will  be ready within 7 working days unless you have 

organised to collect at the factory. 

5. Once your plans are submitted, the next step is to have your site ready. The site  should 

be levelled within 50mm and cleared of all tree stumps/debris, etc. Depending on 

distances, excavation costs are usually based around $75 per hour. A standard domestic 

slab site preparation should take no longer than an hour plus travel time. (Usually $150 

to $200). 

 

You will  either organise  the slab yourself or engage a concreter. The concreter will have a 

detailed plan showing all  dimensions and location for hold down bolts (if you choose to build 

a Portal frame shed). 

Once a decision has been made on what type of shed you require, you will  receive an easy to 

follow step by step manual: 

1. Floor plan showing slab layout and hold down bolt locations 

2. Frame assembly 

3. Cladding and rain-water goods fixing.  

4. Accessories fixing-windows-roller doors-personal door-etc. 

5. Flashings. 

 

Please talk to our sales staff if you have any further questions - we are always ready to help! 



A Standard Kit Consists of: 

• Flat Pack Frame with Assembly details 

• Bundle of Top Span Roof Purlins and Wall Girts 

• Wall and Roof Sheeting 

• Barge/Gutter/Ridge Cap/Downpipe 

• Flashings for Side Roller Doors and corners 

• Roller Door(s) 

• Roller Door Assembly pack  

• Optional window 

• Box of components for fixing Frame/Cladding/Tie downs 

• Assembly Manual 

• Copy of Engineering 

 

 

 
Please indicate your choice by ticking one of the 

appropriate boxes:  
 

 1. Bolt-up Portal Frame 

 2. Panel Frame ( Flat Trusses) 

 3. Panel Frame (Cathedral Trusses) 
 

Name:…………………………………………………………………… 

Address:…………………………………………………………………. 

Phone:…………………………………………………………………… 

Fax:……………………………………………………………………….. 

Email:…………………………………………………………………….. 



Standard Front Entry Standard Side Entry 

Standard Side Awning Standard Gable Awning 

Skillion Carports Gable Carports 

Machinery Sheds Industrial Sheds 

 Dennis Little Drive  
 Gympie Industrial Estate 

 Ph:   54-825614 

 Fax: 54-824527 

        8 Maddison Court  

     Bundaberg  
      Ph:  41-527211 
      Fax: 51-528211 


